STORIL®

Materials Technology

Stork Testing & Metallurgical Consulting

222 Cavalcade Street, 77009-3213
P.O. Box 8768, Houston, Texas 77249-8768

Tel: (713) 692-9151 Fax: (713) 696-6205
Attention: Gene Morgan

MDM Scaffolding Services

1084 Texan Trail

GRAPEVINE, TX 76051

P: 800 339 2390 / F: 817/424-1488

W/O. No.:
P.O. No.:
Report Date:

MDMO001-11-03-74000-1

11/4/2010

7' NexgenPlank
Test Method: OSHA 1926, ANSI A10.8
Tested at 5’ Span

Overall Dimensions: 7’ long x 9.5” wide x 1.5” thick

Aol Center Deflection
Load Type SUpF()]% rét)Span Applszds)l‘ BEd Load Application D;;f:}é%n at Test Load
(inches) (inenzs)
3 Man Load 5 750 Center and 18 1 0.5
either side
Point Ultimate 2,630 Centeronly | = - | e

The 7’ NexgenPlank meets the heavy-duty rating of minimum 75 psf for compliance to OSHA 1926, ANSI A10.8
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ES , Y «.:; P & Yy bl i
3 Man Load Application at 5’ Span Point Load Application For Ultimate Capacity at 5’ Span

Our letters and reports are for the exclusive use of the client to whom they are
addressed and shall not be reproduced except in full without the approval of the

testing laboratory. The use of our name must receive our written approval. Our t
letters and reports apply only to the sample tested and/or inspected, and are not &Z
indicative of the quantities of apparently identical or similar products. Unless

otherwise noted all test methods and specifications are to the most current Terry Wilt

revision. Material submitted to our metals department will be discarded after a

period of 30 days unless otherwise directed. Manager, Product Evaluation
Stork SWL, is an operating unit of Stork Materials Technology B.V., Amsterdam, The Netherlands, which is a member of the Stork group

Respectfully Submitted
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STORIL®

Materials Technology

Stork Testing & Metallurgical Consulting

Attention: Gene Morgan

Tel: (713) 692-9151

222 Cavalcade Street, 77009-3213
P.O. Box 8768, Houston, Texas 77249-8768

Fax: (713) 696-6205

MDM Scaffolding Services W/O. No.: MDMO001-11-03-74000-1
1084 Texan Trall P.O. No.:
GRAPEVINE, TX 76051 Report Date: 11/4/2010
P: 800 339 2390/ F: 817/424-1488
8’ NexgenPlank
Test Method: OSHA 1926, ANSI A10.8
Tested at 7' Span
Overall Dimensions: 8’ x 9.5” x 1.5” thick
Al Center Deflection
Load Type SUEIENE STkl Appled Lerl Load Application DElEEIEn at Test Load
(feet) (Ibs) Span/60 .
. (inches)
(inches)
3 Man Load 7 750 Center and 18 1.4 1.25
either side
Point Ultimate 7 2,335 Centeronly | = - | —eeee

The 8’ NexgenPlank meets the heavy-duty rating of minimum 75 psf for compliance to OSHA 1926, ANSI A10.8

3 Man Load Application at 7' Span

3 Man Load Application at 750 Ibs. (1.25" deflection)

Our letters and reports are for the exclusive use of the client to whom they are
addressed and shall not be reproduced except in full without the approval of the
testing laboratory. The use of our name must receive our written approval. Our
letters and reports apply only to the sample tested and/or inspected, and are not
indicative of the quantities of apparently identical or similar products. Unless
otherwise noted all test methods and specifications are to the most current
revision. Material submitted to our metals department will be discarded after a
period of 30 days unless otherwise directed.
Stork SWL, is an operating unit of Stork Materials Technology B.V., Amsterdam, The Netherlands, which is a member of the Stork group
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Respectfully Submitted

/£

Terry Wilt
Manager,

roduct Evaluation




STORIL®

Materials Technology

Stork Testing & Metallurgical Consulting

Attention: Gene Morgan

222 Cavalcade Street, 77009-3213

P.O. Box 8768, Houston, Texas 77249-8768

Tel: (713) 692-9151

Fax: (713) 696-6205

MDM Scaffolding Services W/O. No.: MDMO001-11-03-74000-1
1084 Texan Trall P.O. No.:
GRAPEVINE, TX 76051 Report Date: 11/4/2010
P: 800 339 2390/ F: 817/424-1488
12’ NexgenPlank
Test Method: OSHA 1926, ANSI A10.8
Tested at 10’ Span
Overall Dimensions: 12’ x 9.5” x 1.5” thick
Al Center Deflection
Load Type SUEIENE STkl Appise Lege Load Application DG at Test Load
(feet) (Ibs) Span/60 .
. (inches)
(inches)
Center Point 10 250 Center only 2 1.3125
2 Man Load 10 500 18" either side of 2 1.875
center
Point Ultimate 10 1,500 Centeronly | - | -

The 12’ NexgenPlank meets the medium-duty rating of minimum 50 psf for compliance to OSHA 1926,

and ANSI A10.8.

Center Point Load of 250 Ibs (1.3” Deflection)

Our letters and reports are for the exclusive use of the client to whom they are
addressed and shall not be reproduced except in full without the approval of the
testing laboratory. The use of our name must receive our written approval. Our
letters and reports apply only to the sample tested and/or inspected, and are not
indicative of the quantities of apparently identical or similar products. Unless
otherwise noted all test methods and specifications are to the most current
revision. Material submitted to our metals department will be discarded after a
period of 30 days unless otherwise directed.

Respectfully Submitted

/£

2 Man Load Application of 500 Ibs (1.9” Deflection)

Terry Wilt
Manager,

roduct Evaluation

Stork SWL, is an operating unit of Stork Materials Technology B.V., Amsterdam, The Netherlands, which is a member of the Stork group
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Stork Testing & Metallurgical Consulting

Attention: Gene Morgan

MDM Scaffolding Services

1084 Texan Trail

GRAPEVINE, TX 76051

P: 800 339 2390/ F: 817/424-1488

222 Cavalcade Street, 77009-3213
P.O. Box 8768, Houston, Texas 77249-8768
Tel: (713) 692-9151 Fax: (713) 696-6205

W/O. No.: MDMO001-11-03-74000-1
P.O. No.:
Report Date: 11/4/2010

Ultimate Point Load at 10’ Span, 1500 Ibs.

Our letters and reports are for the exclusive use of the client to whom they are
addressed and shall not be reproduced except in full without the approval of the
testing laboratory. The use of our name must receive our written approval. Our
letters and reports apply only to the sample tested and/or inspected, and are not
indicative of the quantities of apparently identical or similar products. Unless
otherwise noted all test methods and specifications are to the most current
revision. Material submitted to our metals department will be discarded after a
period of 30 days unless otherwise directed.

Respectfully Submitted

Stork SWL, is an operating unit of Stork Materials Technology B.V., Amsterdam, The Netherlands, which is a member of the Stork group
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